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United States Environmental Protection Agency (EPA

:‘ 9 % Region 2

2 ) 290 Broadway .

32 il J New York, NY 10007-1366

”- 2e il Underground Storage Tank (UST) lnspectlon Form
¥ mn“ v
INSPECTORN. : cr) £ BUAIR DATTVCY Shoa/c§
SIC CODE; ICIS
L Location of Tank(s) o Tribal II. Ownership of Tank(s 0 same as location (1)
Facility Name Owner Name .
el RIS B roseyy CPPNY ENERAGY CaRP
Street Address Street Address
Y7 SKITE PLAINS RaAD S36 MAWN ETResT
City State Zip Code City State Zip Code
SASTCALLTER, Ay jsreq Neud jQA.LT‘zl ANV } 2S¢
County County
W AT ad 25T el
thcNmnbu' Fax Number Phone Numl oy T
8¥) 337-3793 é%tsb 256~ a2

Contact Person(s) SpY, cuA () Contact Person(s)

IDECAR AHADOK, sPear AT SALE H ZL JAMAL, ouumel

ITA. Ownership of Other Facilities
oDo you own other UST Facilities (fes?No

If Yes, How many Facilities 2 % (I~ 5) Howmany USTs___ 323 (\ifts)
LS NAMON WL NS & 3I8 mAtheonN us b &

IIL Notification W ESTEAESTR( 5 PP (T B 3

t f 7 )
o Notification to implementing agengy; name e DoW Lovay o [13/ta A

State Facility ID # - Bil. '
S [ ‘\

IV. Financial Responsibility 72O Analan & Sfle sy NS, Co 1 \ixﬂ. Lsy &3/43(1¢ )
o State Fund #f Private Insurance: Insurer/Policy # (7 147 1€ P4 T7 80
o Guarantee O Surety Bond O Letter of Credit
a Local Government o Self Insured 0 Not Required (Federal & State government, hagardous substance USTs)
V. Release History NAe™

AY
g

o To your knowledge, are there any public or private Drinking Water Wells in the vicinity ?  Yes /(ﬁ;~

o Evidence of release or spills at facility o Greater than 25 gallons (estimate)
O Releases reported to implementing agency; if so, date(s) [280.53}
o Release confirmed; when and how
o Initial abatement measures and site characterization O Free product removal
o Soil or ground water contamination o Corrective action plan submitted
0 Remediation ongoing 0 Remediation completed, no further action; date(s)
Notes: ~
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] o 299 | 2450 “4oaa | Coa 700
V1. Tank Information Tank No.
Tank presently in use \i s >
If not, date last used {see Section XII)
g If empty, verify 1" or less left {see Section XII)
Capacity of Tank (gal) GOOBE b—— | G500 ¢ ¥0c0E| Lo G | IO OOG
Substance Stored R_i(s GAS b—m—rd f' RE.GAS |——| M) GAS w:f l‘f_
M/Y Tank installed / Upgraded j2/84 —i | ot/ | (2/841 |o6/38
Tank Construction : -5 7 1,..5
Bare stecl, Sti-P3, Retrofitted sacrificial anode, RY 4{ :
Impressed Current, Composite, FRP, Interior lining, ﬁfq?
Vauited, Double-walled (DW)
Spill Prevention St [bueweTy —
Overfill Prevention (specify type) HUA | NVA
[ , — D <
; o L o MAN DL |
Compartmentalized , Manifolded MAMAYFPLDELD | 1= N No
VII. Piping Information
| Piping Type:  Pressure, Suction P“LQ;QGQS— — |GRAV T
Piping Construction: t 3 ¥
‘Bare steel, Sacrificial Anode, Impressed Current, Flex, Fd V| STELL
FRP, Double-walled (DW)
Tank and Piping Notes: -
VIII. Cathedic Protection NAo
4 \ 7
Integrity Assessment conducted prior to upgrade \
[pierior Linive: Interior lining inspected
Impressed Current. | CP Test records
i
Rectifier inspection records N
{ ] L
Sacifical duode; CP test records L/ v L v/ { - 7sS
CP Notes: a 5 7
T oot O QASSyVE caATUWSR . (AsTeCcTIssy 7547
aa 3T / TE5T DATRS —> jolie/id wnra 1ofic/r3 J
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IX. UST system used solely by Emergency
Power Generator

NOo

X. Release Detectign

N/Ao
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Zank RD Methods.

oM (Of] 1 4 Groundwater Monitoring
aAAkr O

’;p_a)\cwp\

) L

(Must Make Available Last 12 Months

ATG

NER

Interstitial Monitoring

YES

Vapor Monitoring

Inventory Control w/ TTT

Manual Tank Gauging

Manual Tank Gauging w/ TTT

For Compliance)

HES e

r %

Mo

bt R

Tank RD Notes: (State What Months Records Were Avallable, Describe Any Failures and

T fevrcwed) Tl Asvwsurs
ReLense OEIRCTIONV Resoary  FAD G

ponied ARG 50 pssoar B it +

1M 3 fovidd SL2eTR Oy e JIALTASTT T/AL

Describe What Investigation
TWave Man

S

[Leg oeaT

(=g

-
A Bd

Due to Failure)

A TAMIK

G S Trink g
SASTTE 4

- T
Pressurized Piping RD Methods B AX“)A
Interstitial Monitoring
Grotmdwatchonitoﬁng
Vapor Monitoring
SIR
12 Months
MonitorimRecordg
Annual Line Tightmess Test
EL D Y es —
AFLD™ Present -
— Y£s N
Annual Test .
S— YE§ — " L
Ping RO NoTes i Whar o R Wore e, Do oy ol meT B e W T S T
US/mS U TIMe LuwE LM perRadsrE T3linu e fiPrwe
TO 3.0 GAL/A,, o, % QAL And O GALTAH
g PALTIVO 2 d ket PASSSY TXISTL G s 45/1¢/i
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X1. Repairs A
Repaired tanks and piping are tightness tested within 30 days of repair completion Yo No Unknownno
CP systems are tested/inspected within 6 monihs of repair of any cathodically protected UST system Yo No Unkmowno

Yo Ng Usknowno

Records of repairs are maintained '

XII. Temporary Closure Az
CP continues to be maintained Yo No Uskaowno
UST system contains product and release detection is performed Yo Nog Unkanowno

Cap and secure all lines, pumps, manways Yo Nog Unkmnowno

Notes: //

’rﬁ /\ ’/y\,sfviﬂ/k —> j‘tﬁjggblalw
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18" fon O~ 176
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THE UNITED STATES ENVIRONMENTAL PROTECTION AGENCY (EPA) REGION 2 UST

PROGRAM

Underground Storage Tank Team Facility NamgMsB 1L Rfs #1094y

New York, NY 10007-1866 : 20
Address 4o T juik it PLAAg B0 EAST TR 78 L
USTReg# ||3-048682

Inspector Observation Report
Inspection of Underground Storage Tanks (USTs)

_No violations abserved at the conciusion of this inspection.
o TheabovommdfacilﬂywasinspemdbyldldyamhwizodmpresmﬁveofEPARogionz,aMthchmmgmtheims
observaﬁomandlormnendedmnecﬁvelcﬂon(s):
Potential Violations Cbserved:
Reguiatory Citation Violation Description
§ 2®o0.48 @s\ﬂw. FALLRE 1O mMmavTa N Ricadlds | of
3 RELSALL YeTmeTion mesnTd NG
§
§
§
§
3
§
Actions Taken:
1 Field Citation; # © Additional information required o On-site requestiDue date
Comments/Recommendations:
- PSSVl Ny S (htvis oy MaVvTWS o frspac
LEAC Diteeman RISSGT Gl PRt Travks
Name of Cwner/Operstor Representative: Name of ZPA Inspector/represantative
Za/ﬂmﬂé:@/m YePRRey 1 Blmik
( print) A\ (Pleaseprim)ﬂ
: - v e, K BRar,,
V TSignature] (VY Enature)
Other Participants:
{Cradential Numbar) f
Date of Inspecti S8fse/is” Time[}022>T  (anem
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¢DATE:
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Required Fields to be used for ICIS Only

Compli itorin
Activity: UST Inspection
ins jon Conclusion hee

1) Did you observe deficiencies (preferred violations) during the on-site inspection? \( 3
Deficiencies observed: (Put an X for each observed deficiency)

¢ Potential failure to complete or submit a notification, report, certification, or manifest

i Potential failure to follow or develop a required management practice or procedure

_ 2% Potential failure to maintain a record or failure to disclose a document

__Potential failure to maintain/inspect/repair meters, sensors, and recording equipment

____Potential failure to report regulated events, such as spills, accidents, etc.

2) If you observed deficiencies, did you communicate the deficiencies to the Facility during the ir’]l

3) Did you observe the Facility take any actions during the inspection to address the deficie

If yes, what actions were taken?

4) Did you provide general Compliance Assistance in accordance with the policy on the role

in providing Compliance Assistance during inspections? @ No

5) Did you provide site-specific Compliance Assistance in accordance with the policy on the
providing Compliance Assistance during the inspection? ZQNO

Yy g
Page7of7 Init/Date U 1
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of the EPA Inspector

pection? {esINo
noted? Yes @
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Release Prevention Compliance Measures Matrix

” "y

Regulatory Subject Area | Measure # ‘ SOC Measure / Federal Citation In Compliance?
NAL Y N

L. Spili Prevention 1 Spill prevention device Is present and functional. [280.20(c)(1)(1), 280.21(d)] ./"

11. Overfill Prevention 2 Overfill prevention device is present and operational, [280.20(c)(1)(ii), 280.21(d)] u'ﬁ

() Automatic shutoff is operational (ie., device not tampered with or inoperable )
[280.20(c)(1)(ii)(A), 280.21(d)]

E{Ala rm is operational. [280.20(c)(1) (ii)(B), 280.21(d)]

IJAIarm is audible or visible to delivery driver. [280.20(c)(1) (ii)(B), 280.21(d)]

(1 Ball float is operational. [280.20(c)(1)(if)(B), 280.21(d)]

I1¥ a. Operation and 3 Repaired tanks and piping were tightness tested within 30 days of repair completion (not g
Maintenance required w/internal inspections or if monthly monitoring is in use). [280.33(d)] W
IIX b. Operation and 4 CP systems were tested/inspected within 6 months of repair of any cathodically protected UST V/
Maintenance of system, [280.33(e)]
Corrosion Protection -
5 Corrosion protection system is properly operated and maintained to provide continuous -
protection. [280.31(a)(b), 280.70(a)] vV

Q ust system (Choose one)
P
d UST in operation
[ UST in temporary closure
[} CP System is properly operated and maintained
e
dCP system is performing adequately based on results of testing, [280.31(h)|; - or -

Qce system tested within required period and operator is conducting or has completed
appropriate repair in respouse to test results reflecting CP system not providing
adequate protection.

9/30/03 1of2



Release Prevention Compliance Measures Matrix

Regulatory Snbject Area SOC Measure / Federal Citation In Compliance? ]

NAl Y N}

Py

Tl b, Operation and 6 UST systems with impressed current cathodic protection are inspected every 60 days. [280.31(c)] v
Maintenance of
Corrosion Protection 7 Lined tanks are inspected periodically and lining is in compliance. [280.21(b)(1)(i)] .
(Continued)

IV. Tank and Piping 8

Corrosion Protection [280.20(a), 280 .20(b .’ 2 010] des T ] N =

0] Boried metal piping components (such as swing joints, flex-connector, etc.) are isolated from
the soil or cathodically protected.

For new USTs - tanks and piping installed after 12/22/88 [280.20(a), 280.20(b)]:

({Steel tank or piping is coated with suitable dielectric material and cathodically protected.
[280.20(a)(2), 280.20(b)(2)]

0 Tankis fiberglass, elad, or jacketed and piping is fiberglass or flexible plastic. [280.20(a)(1),
280.20(a)(3), 280.20(a)(5), 280.20(b)(1), 280.20(b)(4)] :

(] Records are available to document that CP is not necessary. [280.20(a)(4)(ii),
280.20(b)(3)(ii)]

For existing USTs - tanks and piping installed on or before 12/22(88 [280.21(b), 280.21(c)]: 2
Tank and piping meet new UST requirements [280.21(a)(1)]
2 Steel tank is internally lined. [280.21 (b)]

Y

11 Metal tank and piping are cathodically protected. [280.21(b)(2), 280.21(c)]

Notes: N/A - Indicates that the measure is not applicable.
Any mark in the “N” (No) column means that the facility is not in Significant Operational Compliance (SOC) with Release Prevention Compliance Measures, In

order for a compliance measure to be in SOC, all applicable check-box items must be in compliance.

9/30/03 20f2




Release Detection Compliance Measures Matrix

Instructions - To Determine Compliance Status of Measures #1-7,

Waork Through the Worksheet “Commonly Used Release Detection Methods” Below.

0 Inventory control is conducted properly,
Q T.T.T. performed as required (See “D” below).

day and reconciled as required. [280.43(a)(1), 280.43(a)3)]
O Equipment is capable of 1/8-inch measurement. [280.43(a)(2)]

[280.43(2)(5)]
O Water is monitored at least monthly. [280.43(a)(6)]

J Regulatory Subject Area Messure SOC Messure/ Federal Citation
# N/A Y
I. Release Detection Method 1 Release detection method is present. [280.40()) v’
Presence and Performance 2 Release detection system is operating properly (i.e., able to detect a release from any portion
Requirements of the system that routinely contains product). [(280.40(a)(1)] v’
3 Release detection system meets the performance standards at 280.43 or 280.44. ’
[(280.40(a)(3)] (V4
4 Implementing agency has been notified of suspected release as required. |(280.40(b)] v
- Non-passing results reported and resolved in accordance with implementing agency’s
directions. [280.40(b)]
II. Release Detection Testing 5 Tanks and piping are monitored monthly for releases and records are available (must have
records for the two most recent consecutive months and for 8 months of the last 12 months).
[280.41(a), and 280.45(b)] '
I11. Hazardous Substance UST 6 Hazardous substance UST system leak detection meets the requirements (i.e., either
Systems secondarily contained or otherwise approved by the implementing agency). [280.42(b)] i
IV. Temporary Closure 7 Release detection requirements are complied with (i.e., method present, operational,
releases investigated and reported as required) for UST systems containing product. J
1280.70‘a}l
B
Worksheet - Commonly Used Release Detection Methods
WW
Tank Pressurize Non-exempt Release Detection Methed
d Pipe Suction
{Choese oue) (Cheose Tws) Pipe
{Chases sue)
(M A. Inventory Control with Tank Tightness Testing (T.T.T)

0 Inventory volume measurements for inputs, withdrawals, and remaining amounts are recorded cach cperating

O Product dispensing is metered and recorded within local standards for meter calibration to required accuracy.

9/30/03
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Release Detection Compliance Measnres Matrix

S B e S . s s
Worksheet (Continued) - Commonly Used Release Detection Methods

m_
Tank Pressurize Non-exempt Release Detection Method
d Pipe Suction
(Chonse one) (Choose Two) Pipe
A (Chessoons),

Q W (ATG)
"APG is set up properly. [280.40(a)(2)]

W ATG can defect a 0.2 galhr leak rate from any portion of the tank routinely containing product, [280.43(dy )] 0

ATG is checking portion of tank that routinely contains product. [280.40(a)(1)]
WO
# C. Manual Tank Gauging (MTG)

Q Tank size is appropriate for using MTG., [280.43(b)(5))

O Tanks 1001 gals (as per EPA memo) and greater restricted to use with T.T.T. (See “D” below) 0
Method is being conducted correctly. [280.43(b)(4)]

0O No liquid was added to or taken out of the tank during the test. [280.43(b)(1)] Q
" Equipment is capable of 1/8-inch measurement. [280.43(b)(3)]

Q d a D. Tightness Testing (Safe Suction piping does not require testing)

O Testing method is capable of detecting a 0.1 gal/hr leak rate from any portion of tank routinely containing product.
[280.43(c)]

a’{righmess testing is conducted within specified time frames for method:
O Tanks - every 5 years [280.41(a)(1)]
E/Prusurized Piping - annually [280.41(b)(1)(ii)]
Q Non-exempt suction piping - cvery 3 years [280.41(b)(2)]
Q0 Tightness testing is conducted following manufacturer’s instructions. [280.40(a)(3)]

Q Q Q E. Ground Water or Vapor Monitoring

O Ground water in the monitoring well is never more than 20 feet from the ground surface. [280.43(f)(2)] Q
Vapor monitoring well is not affected by high ground water. [280.43(e)(3)] ¢

Q Site assessment has been done for vapor or ground water monitoring. [280.43(e)(6), 280.43(f(7)1 @
Wells are properly designed and positioned. [280.43(e)(6), 280.43(fX7)]

P gl Q ] F. Interstitial Monitoring _
L AATZ Sl D@condary containment can be used to detect a release [280.43(g)(1)], 280.43(g)(2)]
cine Q Sensor properly positioned. [280.40(a)(2)]

9/30/03 20f3




Release Detection Compliance Measures Matrix

AN S R PR A S
Worksheet (Continued) - Commonly Used Release Detection Methods |

Tank | Pressurize Non-exempt Release Detection Method
d Pipe Suction
(Chooze ene) (Chaose Two) Pipe
P (Choose one)
TR AP -
a G. Automatic Line Leak Detector (ALLD) uden e Sl

ALLD is present and operational. [280.44(a)]
S/
@ Annual function test of the ALLD has been conducted and records are available. [280.44(a)]

(.} 2 ] H. Other Methods [e.g., Statistical Inventory Reconciliation (S.LR.)]
O The method can detect a 0.2 gal/hr leak rate or a release of 150 gal within a month and meet the 95/5 requirement
[280.43(h)(1)]; o

O The implementing agency has approved the method as being as effective as tank tightness testing, automatic tank
gauging, vapor monitoring, ground water monitoring, or interstitial monitoring and the operator complies with any

conditions imposed by agency. [280.43(h)(2)]
O S.LR. - Results are received within time frame established by implementing agency. [280.41(a) & 280.43(h)]

>

Notes: N/A - Indicates that the measure is not applicable.
Any mark in the “N” (No) column means that the facility is not in Significant Operational Compliance (SOC) with Release Detection Compliance

Measures.
In order for a compliance measure to be in SOC, all applicable check-box items must be in compliance.

9/30/03 Jofd
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3-9948589
»u,o 5"4;, .
United States Environmental Protection Agency (EPA)
) 2 Region 2
3 3 290 Broadway
% i & New York, NY 10007-1866
%, e “\;‘; Underground Storage Tank (UST) Inspection Form ;
L p@D / F Ik
INSPECTOR NAME(S): * JTEE (DLAT L DATE; ©2//] /i3
SIC CODE: : . ICIS
L Location of Tank(s) o Tribal IL. Ownership of Tank(s)|| o same as location (1)
Facility Name Owner Name | 50
MmsBic RIS # s CPD NY SWERGY cosif.
Street Address Street Address |
Yo7 (ithrTz PLAIls ROAD S3¢ MAN gnsssr
Gy - State Zip Code Ciy Sthe Zip Code
EATCWRS TR, Y (70t N=2oS PALTZ] My P Y
County County
LT Uk ST
Phon/e Num Fax Number Pho}vg Number Fax Number
\G 1) 337-279% (8us) 25¢c -
Contact Person(s) SPON, Csn P, Contact Person(s) Plls Tl —
geril fmais R, s0sciAL ST ScoTT PAYEsWL) i (Tras

ITA. Ownership of Other Facilities
oDo you own other UST FacilitiesYes) No

- 1 P - - =
If Yes, How many Facilites > & (U v S ) How many USTs _ 5> ¢ (U [ )
236 237

III. Notification otrTewsyrerlc

eSS VY o , o | Lt . | s /
o Notification to implementing agency; name J'J “\"; '\?—F‘ T2 aWe THES Jo 2 "l/ 13/4e /)
State Facility ID # 2O R332, N

IV. Financial Responsibility Acs ILiika(s Ul s Bsds o,

J
r State Fund o Private Insurance: Insurer/Policy # =25 S|B o« 7
o Guarantee o Surety Bond o Letter of Credit
0 Local Government O Self Insured o Not Required (Federal & State government, hazgrdous substance USTs)
V. Release History NA ="

o To your knowledge, are there any public or private Drinking Water Wells in the vicinity ?  Yes /No )

o Evidence of release or spills at facility a Greater than 25 gallons (estimate)

o Releases reported to implementing agency; if so, date(s) [280.53]

o Release confirmed; when and how

0 Initial abatement measures and site characterization o Free product removal

a Soil or ground water contamination a Corrective action plan submitted

o Remediation ongoing o Remediation completed, no further action| date(s)
Notes: d

/3 11/04/2010
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[ OSo | 2859 | Bon Yoo SO0 oo

VI Tank Information Tank No.
Tank presently in use \{ 3 sl
If not, date last used (see Section XII)
If empty, verify 1" or less left (see Section XII)
Capacity of Tank (gal) OO0 G |30 G| Yoo G | eovanly | iosale
Substance Stored GAS SLfive 4 Mg‘z{’&

| WY TonkGgstalied Wpgraed | 2/3ted— —e/8s |12/8Y |ac/88
Tank Construction : s B D wd
Bare steel, Sti-P3, Retrofitted sacrificial anode, -t S — | 25
Impressed Current, Composite, FRP, Interior lining, RN
Vaulted. Double-wailed (DW)
Spill Prevention St BviesTs —
Overfill Prevention (specify type) AUTe SIS EeS 4— - | * No N/ A

. . e | Mlaa T DD D o o

Special Configuration; s i ; : o
Compartmentalized , Manifolded Maa &4 ) 82 3 =3 <
VIL.  Piping Information

| Liping lipe.: Pressure, Suction Presfute —4 | CAAS Y
Piping Construction: = il e ?;
Bare steel, Sacrificial Anode, Impressed Current, Flex, ’Y/K(, \| STELL
FRP, Double-walled (DW)

Tank and Piping Notes: ’ _
No Uil iearon ofF OUSRELL PISJevTION S (M0 —GRAD &
Ak E8oo 15 P2 il Ofe
Viil. Cathodic Protection NAa
Integrity Assessment conducted prior to upgrade
| [pterior Lining: Interior lining inspected
Impressed Current. | CP Test records
Rectifier inspection records

| Socciicgliuods:  CP st records k3 L Yes
CP Notes: T {Lt.U’tl” i \)ltg $ips G CATV st ProTEclizon THLT

LE sULAS rasT AT 1 [28/ta = (2(85/4

i

‘1R 7
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S

; w"*‘{ ‘I; 3 e
5y S
Tank No. il 2o | T A ease |TJoa
IX. UST system used solely by Emergency N e
Power Generator
s THI< sy Tee D
X. Release Detection N/A o S um e e Ty "L 356"
LankRD Methods. | ATG ¥2s — —>
PASSN G Interstitial Monitoring
7T 9~ Groundswater Monitoring
IO// 3/" o Vapor Monitoring
(:,yu, v ITS) Inventory Control w/ TTT
Manual Tank Gauging
Manual Tank Gauging w/ TTT
| SIR
. 7
12 Months (Must Make Available Last 12 Months | “ 8 — e H Ye ) — %
| asioring Regards For Compliance) ‘
Tank RD Notes: (State What Months Records Were Available, Describe Any Failures and Describe What Investigation Qocurred Due to Failure)

LD Jrsfe Tl

T I’Ledtg_wc..() ?ll@vdds TL..JE,L_uc_ frevTtrE O

y

9 {

L) > (2/12_

pec (Lo + 2se ) o ) 2/ PALENG LasoTd | .

T evisoie)
Line TRsT £SoaT

UsenG PLUD RaTteve
Yy LGAL R AnD O ( G 89K

(TesT e —> (1/2.8/12]

(PSS gord 220 PP T

‘ Asd<eTT ! o« (790
PLE so« kow)s Y oy Cev LE 5 *MA,:/':L : !
|58, mply MOV + DSC 2012 o PrsCeat Lg 5] - !

Pressurized Piping RD Methods N/Aa N IA ‘3/

Interstitial Monitoring

Groundwater Monitoring

Vapor Monitoring
7 SIR
12 Months
Monitoring Records

Annual Line Tightness Test \[ ¢

& —

ALLD Present
_ PAES _—+

Annual Test \{ 5 4
Plpmg RIJ Notes: (§uu What Months §ccord€‘Wm Available, Describe Any Failures an cribe What Investigation|(Qccurred Due to Fiﬂﬁre)

PASS G LA PDSTECT- ANVO

Y

PesSS UKL=

3,0 G «ﬁ/zﬁef

InitDate (J z\é'é

Page 3 of7

53
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SNV AN

XI. Repairs NAw”

Repaired tanks and piping are tighmess tested within 30 days of repair completion Yo No Unkasowno

CP systems are tested/inspected within 6 months of repair of any cathddically protected UST system Yo No Usknowno k
Records of repairs are maintained Yo No Unknownno

XII. Temporary Closure NAz

CP continues to be maintained Yo No Usknownno

UST system contains product and release detection is performed Yo Nog Unknoewnno

Cap and secure all lines, pumps, manways Yo No Unknownno

Notes: 7~

‘.:/‘2, Y T 5
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THE UNITED STATES ENVIRONMENTAL PROTECTION AGENCY (EPA) REGION 2

PROGRAM
Ground Water Compliance Section

& 9 . New York, NY 10007-1866
< % :‘
3,

-

17 %
gmn MO e

S X
S apont’

Inspector Observation Report
Inspection of Underground Storage Tanks (USTs)

o No violations observed at the conciusion of this inspection.

o The above named facility was inspected by a duly authorized representative of EPA Region 2, and the
observations and/or recommended corrective action(s):

following are the inspector's

o Fleld Citation; #

Comments/Recommendations:

o Additional information required o On-site request/Due date

Violations Observed:

Regulatory Citation Violation Description
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SITE DRAWING

|DATE: OL/"'/‘ 3 nmeonsme: 2474 Tive oFr iTE: 05t 8 A8
WEATHER: 35 = ¢ [dArViVLr

ENVIRONMENTALLY SENSITIVE AREA :Yo N
if“Yes”, please describe:

@zs. ATTAC KD L)U(GMM)

PfroTess

21 Posl PAD

2Ly FY Phe i
4 11 STV Pie |
2y ¢ (e

oy U &G

7S ST‘) 125G
2106 W “3‘2\9,
21y TP P
510 F{p Mm@ i
S a pus PAD Ml
120 oTf (<D

(_/,{7 LSASTE S

2221 :
aaa,  TAHVE pMONCTES
223 s
v
@ Pictures

e an F T
Page 8 of 7 nitDate ¢ ff—é ‘3:,_1) 11113 11/04/2010



3-tseqany

Required Fields to be used for ICIS Only
Compliance Monitoring

Activity: UST Inspection *
Inspection Conclusion Data Sheet

1) Did you observe deficiencies (preferred violations) during the on-site inspection? \5/ 28
Deficiencies observed: (Put an X for each observed deficiency)

X, Potential failure to complete or submit a notification, report, certification, or manifest
_X Potential failure to follow or develop a required management practice or procedure
_':\Q_ Potential failure to maintain a record or failure to disclose a document

_/C Potential failure to maintain/inspect/repair meters, sensors, and recording equipment

— Potential failure to report regulated events, such as spills, accidents, etc.

2) If you observed deficiencies, did you communicate the deficiencies to the Facility during the ingpection®_Yes J No

3) Did you cbserve the Facility take any actions during the inspection to address.the deficien es noted? @ No
LSt Pustoadafer Rl I OATVALUE
if yes, what actions were taken? + o ,Zu.f/th7 = EPA ceslas TR LT

4) Did you provide general Compliance Assistance in accordance with the pelicy on the role|of the EPA Inspector
in providing Compliance Assistance during Inspections? @No

5) Did you provide site-specific Compliance Assistance in a dance with the palicy on the rle of the EPA Inspector in
providing Compliance Assistance during the inspection? @Na
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Release Prevention Compliance Measures Matrix

Regulatory Subject Area

Measure #

SOC Measure / Federal Citation

In Compliance?

N/A

N

1. Spill Prevention

Spill prevention device is present and functional. [280.20(c)(1)(i), 280.21(d)]

11. Overfill Prevention

Overfill prevention device is present and operational. [280.20(c)(1)(ii), 280.21(d)}

0 Automatic shutoff is operational (ie., device not tampered with or inoperable )
[280.20(c)(1)({i}(A), 280.21(d)]

10 Alarm is operational, [280.20(c)(1) (i)(R), 280.21(d)]

O Alarm is andible or visible to delivery driver. [280.20(c)(1) (i)(B), 280.21(d)!

[ Ball float is operational. [280.20(c)(1)(ii{R), 280.21(d)]

11 a. Operation and
Maintenance

Repaired tanks and piping were tightness tested within 30 days of repair completion (not
required w/internal inspections or if monthly menitoring is in use). [280.33(d)]

111 b. Operation and
Miaintenance of
Corrosion Protection

CP systems were tested/Inspected within 6 months of repair of any cathodically protected UST
system. [280.33(¢)]

v

Corrosion protection system is properly operated and maintained to provide continnous
protection. [280.31(a)(b), 280.70(2)|

(3 UST system (Choose one)
m/UST in operation
[} UST in temporary closure
{J P System is properly operated and maintained
C{CP system is performing adequately based on results of testing, [280.31(b)]: - or -

) CP system tested within required period and operator is conducting or has completed
appropriate repair in response to test results reflecting CP system not providing
adequate protection.
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Release Prevention Compliance Measures Matrix

Regulatory Subject Area

J Measure # SOC Mensure / Federal Citation In Compliance?

o : |
1: i NAL Y I !
> Il b. Operation and 6 UST systems with impressed current cathodic protection are inspected every 60 days, [280.31(c)] -

LN Maintenance of : v ‘
A Corrosion Protection 7 Lined tanks are inspected periodically and lining is in compliance. [280.21(b)(1)(i)] |
( (Continued) : o ‘
IV, Tank and Piping 8 es Nittings, connections, ete.) is corrosion protected. ]
Corrosion Protection [280.20(a), 280.20(b), 280.21(b), 280.21(c)] W

{J Buried metal piping components (such as swing joints, flex-connector, etc,) are isolated from
the soil or cathodically protected.

For new USTs - tanks and piping installed after 12/22/88 [280.20(a), 280.20(b)]:

(2 Steel tank or piping is coated with suitable dielectric material and cathodically protected,
[280.20(a)(2), 280.20(b)(2))

O Tank is fiberglass, clad, or jacketed and piping is fiberglass or flexible plastic. [280.20(a)(1),
280.20(a)(3), 280.20(a)(5), 280.20(b)(1), 280.20(b)(4)] )

O Records are available to document that CP is not necessary. [280.20(a)(4)(ii),
280.20(b)(3)(ii)]

For existing USTs - tanks and piping installed on or before 12/22/88 [280.21(b), 280.21(c)]: O
Tank and piping meet new UST requirements [280.21(a)(1)]
[ Steel tank is internally lined. [280.21 M)

[{Metnl tank and piping are cathodically protected. [280.21(b)(2), 280.21(c)]

Notes: N/A - Indicates that the measure is not applicable.
Any mark in the “N” (No) column means that the facility is not in Significant Operational Compliance (SOC) with Release Prevention Compliance Measures. In
order for a compliance measure to be in SOC, all applicable check-box items must be in compliance,
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Release Detection Compliance Measures Matrix

RIS S D

Instructions - To Determine Compliance Status of Measures #1-7,
Work Through the Worksheet “Commonly Used Release Detection Methods” Below.

Regulatory Subject Aren Measure SOC Measure/ Federal Citation ng]}a&?h__
: # NA | Y N
I. Release Detection Method 1 Release detection method is present. [280.40(a)] o
Presence and Performance 2 Release detection system is operating properly (i.e., able to detect a release from any portion
Requirements of the system that routinely contains product). [(280.40(a)(1)] V,f’
3 Release detection system meets the performance standards at 280.43 or 280.44.
[(280.40(a)(3)] i//
4 Implementing agency has been notified of suspected release as required. [(280.40(b)] o
a Non-passing results reported and resolved in accordance with implementing agency’s
directions. [280.40(b)]
II. Release Detection Testing s Tanks and piping are monitored monthly for releases and records are available (must have
records for the two most recent consecutive months and for 8 months of the last 12 months). P
[280.41(a), and 280.45(b)] v
[11. Hazardous Substance UST 6 Hazardous substance UST system leak detection meets the requirements (i.e., either
Systems secondarily contained or otherwise approved by the implementing agency). [280.42(b)] v
1V. Temporary Closure q Release detection requirements are complied with (i.e., method present, operational, e
releases investigated and reported as required) for UST systems containing product. v
[280.701%)1 ;

B b

Worksheet - Commonly Used Release Detection Methods

—q
i

G LS e e ity T
Tank Pressurize Non-exempt Release Detection Method
d Pipe Suction )
(Choose one) (Choase Two) Pipe
. e SRO014206)
(W] A. Inventory Control with Tank Tightness Testing (T.T.T)

@ Inventory control is conducted properly.

O T.T.T. performed as required (See “D” below).

O Inventory volume measurements for inputs, withdrawals, and remaining amounts are recorded cach operating
day and reconciled as required. [280.43(a)(1), 280.43(a)(3)]

Q Equipment is capable of 1/8-inch measurement, [280.43(a)(2)]

O Product dispensing is metered and recorded within local standards for meter calibration to required accuracy.
[280.43(2)(5)]

T1 Water is monitored at least monthly. [280.43(a)(6)]

9/30/03 10f3
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Release Detection Compliance Measures Matrix

E—

T ST ey e ey
Worksheet (Continued) - Commonly Used Release Detection Methods
B T N,

Tank

(Choose one)

Pressurize

d Pipe
(Chaors Two)

Non-exempt Release Detection Method

Suction
Pipe

(Chosseone)

b

Q

B. Automatic Tank Gauge (ATG)

9 ATG is set up properly. {280-46(a)21}
e ¥

ATG is checking portion of tank that routinely contains product. [280.40(a)(1)]

@ ATG can detect a 0.2 gal/hr leak rate from any portion of the tank routinely containing product. [280.43(d)(1)] 0

C. Manual Tank Gauging (MTG)
Q Tank size is appropriate for using MTG, [280.43(b)(5))

Method is being conducted correctly. [280.43(b)(4)]
8 No liquid was added to or taken out of the tank during the test. [280.43(b)(1)) 0
Equipment is capable of 1/8-inch measurement. [280.43(b)(3)]

Q  Tanks 1001 gals (as per EPA memo) and greater restricted to use with T.T.T. (See D>

below) 0

a D. Tightness Testing (Safe Suction piping does not require testing)

[280.43(c)]
Tightness testing is conducted within specified time frames for method:
O Tanks - every 5 years [280.41(a)(1)]
Pressurized Piping - annually [280.41(b)(1)ii)]
Q Non-exempt suction piping - every 3 years [280.41(b)(2)]
U Tightness testing is conducted following manufacturer’s instructions, [2‘80.40(a)(3)]

O Testing method is capable of detecting a 0.1 gal/hr leak rate from any portion of tank routinely containing product,

a E. Ground Water or Vapor Monitoring
Vapor monitoring well is not affected by high ground water. [280.43(e)(3)]

Wells are properly designed and positioned. [280.43(e)(6), 280.43(H)(7)]

Q Site assessment has been done for vapor or ground water monitoring, [280.43(e)6), 28043(fM1 0

Q Ground water in the monitoring well is never more than 20 feet from the ground surface, [280.43(f)2)] @

[ | F. Interstitial Monitoring

Q Sensor properly positioned. [280.40(a)(2)]

O Secondary containment can be used to detect a release [280.43(2)(1)], 280.43(g)(2)]

9/30/03
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Release Detection Compliance Measures Matrix

Worksheet (Continued) - Commeonly Used Release Detection Methods

L e

Tank Pressurize Non-exempt Release Detection Method
d Pipe Suction
(Choose one) (Choose Twa) Pipe
P (Choose one)
& G. Automatic Line Leak Detector (ALLD)
E}LI) is present and operational. {280.44(a)]
‘Annual function test of the ALLD has been conducted and records are available. [280.44(a)]
0 Q Q

H. Other Methods [e.g., Statistical Inventory Reconcilistion (S.LR.)]

O The method can detect a 0.2 gal/hr leak rate or a release of 150 gal within a month and meet
[280.43(h)(1)}; o

O The implementing agency has approved the method as being as effective as tank tightness testing, automatic tank

gauging, vapor monitoring, ground water monitoring, or interstitial monitoring and the operator complics with any

conditions imposed by agency. [280.43(h)(2)]

O S.LR. - Results are received within time frame established by implementing agency. [280.

the 95/5 requirement

41(2) & 280.43(h)]

Motes: N/A - Indicates that the measure is not applicable,
Any mark in the “N” (No) column means that the facility is not in Significant Operational C

Measures.

In order for a compliance measure to be in SOC, all applicable check-

9/30/03
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box items must be in compliance.
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